






































































































COMPLETED LOW/REVERSE CLUTCH HOUSING

LOW/REVERSE CLUTCH HOUSING CUT-AWAY

ONE WIDE
SPLINE

ONE WIDE
SPLINE
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Figure 77 Figure 79

Figure 78

LOW/REVERSE CLUTCH HOUSING (CONT'D)

Component Rebuild
Continued on Page 53

 30. Install the completed low sprag assembly into 
       the low/reverse clutch housing, as shown in 
       Figure 77. 
       Note: The low/reverse clutch housing has one 
       wider spline on the inner hub where the inner
       sprag race splines to it, and the inner race must
       be rotated to engage the splines, as shown in 
       Figure 77.  This is done to ensure alignment of
      the lube holes.
 31. After installing the low sprag assembly, re-install 
       low/reverse clutch pack as described on Page 51.
 32. It is possible to rotate the low sprag assembly 
       back and forth and install it with clutch plates 
       in place, but it is much more difficult that the 
       procedure described above because of the wide 
       spline being in the equation.
       Note:  Low/Reverse sprag assembly is properly
       seated when the inner race spline stepped face
       is below face of L/R clutch housing inner hub.
 33. Set the completed low/reverse clutch housing, 
       as shown in Figure 79, aside for final assembly.
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 140  2-4 CLUTCH RETAINER ASSEMBLY. 
 141  SECOND CLUTCH "MOLDED" APPLY PISTON ASSEMBLY 
 142  SECOND CLUTCH BELLVILLE PLATE. 
 143  SECOND CLUTCH BELLVILLE PLATE RETAINING SNAP RING. 
 144  FOURTH CLUTCH "MOLDED" APPLY PISTON ASSEMBLY. 
 145  FOURTH CLUTCH PISTON RETURN SPRING ASSEMBLY. 

 146  FOURTH CLUTCH RETURN SPRING SNAP RING. 
 147  FOURTH CLUTCH STEEL PLATES, (.101" THICK)  (3 REQUIRED). 
 148  FOURTH CLUTCH FRICTION PLATES, (.087" THICK)  (3 REQ.). 
 149  FOURTH CLUTCH BACKING PLATE, (.197" THICK). 
 150  FOURTH CLUTCH "SELECTIVE" BACKING PLATE SNAP RING. 
 154  NUMBER 6 THRUST BEARING. 

140141142
143

144

145

149150

154 146

147

148

2-4 CLUTCH RETAINER EXPLODED VIEW

2-4 CLUTCH RETAINER ASSEMBLY

Continued on Page 54

   1. Disassemble the 2-4 clutch retainer assembly 
       using Figure 80 as a guide. 
   2. Clean all 2-4 clutch retainer parts thoroughly 
       and dry with compressed air.

   3. Inspect all 2-4 clutch retainer parts thoroughly 
       for any wear and/or damage and replace as 
       necessary.

COMPONENT REBUILD (CONT'D)

Figure 80



 140  2-4 CLUTCH RETAINER ASSEMBLY. 
 141  SECOND CLUTCH "MOLDED" APPLY PISTON ASSEMBLY 
 142  SECOND CLUTCH BELLVILLE PLATE. 
 143  SECOND CLUTCH BELLVILLE PLATE RETAINING SNAP RING. 

 140  2-4 CLUTCH RETAINER ASSEMBLY. 
 144  FOURTH CLUTCH "MOLDED" APPLY PISTON ASSEMBLY. 
 145  FOURTH CLUTCH PISTON RETURN SPRING ASSEMBLY. 
 146  FOURTH CLUTCH RETURN SPRING SNAP RING. 

140
140

144

145

146

141

142

143

2-4 CLUTCH RETAINER ASSEMBLY (CONT'D)

Continued on Page 55

   4. Lubricate seal surfaces of 2nd clutch piston and 
       retainer with small amount of Trans-Jel®. 
   5. Install the "molded" 2nd clutch piston into the 
       2-4 clutch retainer, as shown in Figure 81. 
   6. Install the 2nd clutch piston bellville plate on top 
       of the piston, as shown in Figure 80.
   7. Using a suitable shop press, compress bellville 
       spring until the snap ring is engaged into the 
       snap ring groove in 2-4 retainer, and ensure that 
       it is fully seated  (See Figure 81).

   8. Lubricate seal surfaces of 4th clutch piston and 
       retainer with small amount of Trans-Jel®. 
   9. Install the "molded" 4th clutch piston into the 
       2-4 clutch retainer, as shown in Figure 82. 
 10. Install 4th clutch piston return spring assembly 
       on top of piston, as shown in Figure 82.
 11. Position the retaining snap ring on top of the 
       return spring  (See Figure 82).
 12. Using a suitable shop press, compress the return 
       spring and install the snap ring into the groove 
       in the 2-4 retainer. 
 13. Ensure that the snap rings of 4th clutch and the 
       2nd clutch return springs are fully seated. 

Figure 81 Figure 82
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 16. Install the 4th clutch backing plate selective snap 
       ring, as shown in Figure 83, and ensure that it is 
       fully seated. 
 17. Measure with feeler gauge between the snap ring 
       and backing plate, as shown in Figure 84. 
 18. Proper fourth clutch clearance should be; 
       0.770-1.390mm  (.030"-.055").
 19. Change the selective snap ring as necessary to 
        obtain the correct clearance.  The selective snap 
        rings and their identification are as follows;

 20. Set the completed 2-4 clutch retainer assembly 
       aside for the final assembly process.

140

147

148

145

146

 140  2-4 CLUTCH RETAINER ASSEMBLY. 
 147  FOURTH CLUTCH STEEL PLATES, (.101" THICK)  (3 REQUIRED). 
 148  FOURTH CLUTCH FRICTION PLATES, (.087" THICK)  (3 REQ.). 
 149  FOURTH CLUTCH BACKING PLATE, (.197" THICK). 
 150  FOURTH CLUTCH "SELECTIVE" BACKING PLATE SNAP RING. 

4th Clutch Clearance Should Be:
0.770 - 1.390 mm  (.030" - .055")

1 Butterfly End, 1 Square End ......... = 1.79mm (.070")

Both Ends Butterfly Cut ................... = 2.20mm (.087")

1 Butterfly End, 1 Inverted Butterfly = 2.61mm (.103")
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Figure 83 Figure 84

2-4 CLUTCH RETAINER ASSEMBLY (CONT'D)

Component Rebuild
Continued on Page 56

 14. Install the 4th clutch plates beginning with a 
       steel plate and alternating with friction plates 
       until you have installed three of each, as shown 
       in Figure 83. 
       Note: All clutch plates should be soaked for 
       30 minutes in proper fluid before installing.
 15. Install the 4th clutch backing plate, as shown in 
       Figure 83.
       Note: This plate is non-directional and will go 
       either way.



GEARTRAIN, EXPLODED VIEW

156 157

158 158
160

161 161

162

163

169

170 171

172

164 165

166 167

168

159

 156  NUMBER 6 THRUST BEARING.
 157  NUMBER 7 "SELECTIVE" THRUST PLATE  (REAR END-PLAY).
 158  FOURTH CLUTCH HUB & SUN GEAR BUSHINGS (2 REQUIRED).
 159  FOURTH CLUTCH HUB & REACTION SUN GEAR ASSEMBLY.
 160  NUMBER 8 THRUST BEARING.
 161  REACTION CARRIER & REVERSE SUN GEAR BUSHINGS (2 REQ).
 162  REACTION CARRIER & REVERSE SUN GEAR ASSEMBLY.
 163  NUMBER 9 THRUST BEARING.
 164  REVERSE CARRIER RETAINING SNAP RING.

 165  REVERSE CARRIER AND REACTION RING GEAR ASSEMBLY.
 166  NUMBER 10 THRUST BEARING.
 167  INPUT SUN GEAR ASSEMBLY.
 168  INPUT SUN GEAR LUBE OIL BAFFLE.
 169  INPUT PLANETARY CARRIER BUSHING.
 170  INPUT PLANETARY CARRIER AND OUTPUT SHAFT ASSEMBLY.
 171  INPUT RING GEAR ASSEMBLY.
 172  NUMBER 12 THRUST BEARING.
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Figure 85

GEARTRAIN ASSEMBLY

   1. To disassemble rear geartrain you must remove 
       the snap ring (164) shown in Figure 85.

   2. Clean all geartrain parts thoroughly and dry with 
       compressed air. 

Continued on Page 57



 156  NUMBER 6 THRUST BEARING.
 157  NUMBER 7 "SELECTIVE" THRUST PLATE  (REAR END-PLAY).
 158  FOURTH CLUTCH HUB & SUN GEAR BUSHINGS (2 REQUIRED).
 159  FOURTH CLUTCH HUB & REACTION SUN GEAR ASSEMBLY.
 160  NUMBER 8 THRUST BEARING.

THIS SIDE FACES
DOWN

156

ENSURE WASHER IS
SEATED AND ENGAGED
WITH LOCATING PINS

157

158

158

159

160

COMPLETED 4TH CLUTCH HUB
AND SUN GEAR
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GEARTRAIN ASSEMBLY (CONT'D)

   3. Inspect all geartrain parts thoroughly for any 
       wear and/or damage and replace as necessary.
       Note: Notice that all planetary carriers are now
       6 pinion carriers to accommodate the Diesel
       engine. 
   4. Install number 7 selective thrust washer into 4th
       clutch hub/reaction sun gear with the "grooved"
       side facing down, as shown in Figure 86, and
       ensure it is fully seated over the locating tabs. 
       Note: Because of the 68RFE design changes in 
       the geartrain, engineers were able to eliminate 
       the number 7 thrust bearing.  ATSG has now
       assigned that number to this selective thrust 
       washer which is used to set the transmission 
       rear end-play. 
   5. Retain the number 7 selective thrust washer with 
       small amount of Trans-Jel®.

   6. Install the number 6 thrust bearing on top of the
        number 7 selective thrust washer in the direction
       shown in Figure 86 and retain with small amount
       of Trans-Jel®.
   7. Double check to ensure that number 7 selective 
       thrust washer and number 6 thrust bearing are 
       properly seated, as shown in Figure 87, and set 
       the completed 4th clutch hub/reaction sun gear 
       aside for the final assembly process. 

Figure 86 Figure 87

Continued on Page 58
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GEARTRAIN ASSEMBLY (CONT'D)

   8. Install the input ring gear assembly onto input
       planetary carrier and output shaft from the back
       side as shown in Figure 88, and engage onto the
       input carrier pinions.
   9. Place this assembly onto blocks and over a hole
       in your work bench, as shown in Figure 89, so
       the output shaft protrudes through the hole.
       Note: This will hold the ring gear in place and
       allow you to complete the assembly.
 10. Install the input sun gear in the direction that is
       shown in Figure 89, and engage it into the input
       planetary pinion gears.

 11. Install the number 10 thrust bearing onto input
       sun gear with the black side facing up, as shown
       in Figure 89.
       Note: The number 12 thrust bearing goes on
       back side of input planetary carrier and will be
       installed during the final assembly process. The
       number 11 thrust bearing is a captured bearing
       inside the input planetary carrier.

Continued on Page 59

Figure 88 Figure 89

 166  NUMBER 10 THRUST BEARING.
 167  INPUT SUN GEAR ASSEMBLY.

166

167

170

171

 170  INPUT PLANETARY CARRIER AND OUTPUT SHAFT ASSEMBLY.
 171  INPUT RING GEAR ASSEMBLY.



COMPLETED GEARTRAIN ASSEMBLY
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 164  REVERSE CARRIER RETAINING SNAP RING.
 165  REVERSE CARRIER AND REACTION RING GEAR ASSEMBLY.

164

165

Figure 90 Figure 91

GEARTRAIN ASSEMBLY (CONT'D)

Component Rebuild
Continued on Page 60

 12. Install the reverse planetary/reaction ring gear,
       as shown in Figure 90, and rotate into position.
 13. Install the retaining snap ring into the groove in
       the input ring gear, as shown in Figure 90, and
       ensure that it is fully seated.
 14. Set the completed geartrain assembly, as shown
       in Figure 91, aside for final assembly.



Figure 92

INPUT CLUTCH HOUSING COMPONENTS EXPLODED VIEW

97

96

98

99

115

116

119 120 121

129

130
131 132

133

134 135 136

117

118

100

101
102

103
104 105

106

See Legend Figure 93
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4799090



Figure 93

INPUT CLUTCH HOUSING COMPONENTS EXPLODED VIEW

4799090
107

122

123

124

125

126 127 128

108

109

110

111

112
113

114

 118  UD CLUTCH SINGLE-SIDED, INTERNAL SPLINE PLATES (5 REQ.). 
 119  UNDERDRIVE/OVERDRIVE BACKING PLATE "FLAT" SNAP RING. 
 120  UNDERDRIVE/OVERDRIVE BACKING PLATE. 
 121  UNDERDRIVE/OD BACKING PLATE "TAPERED" SNAP RING. 
 122  NUMBER 3 THRUST BEARING. 
 123  OVERDRIVE CLUTCH HUB AND SHAFT ASSEMBLY. 
 124  OD CLUTCH SINGLE SIDED, EXTERNAL SPLINE PLATES (6 REQ.). 
 125  OD CLUTCH SINGLE SIDED, INTERNAL SPLINE PLATES (6 REQ.). 
 126  OVERDRIVE/REVERSE BACKING PLATE "WAVE" SNAP RING. 
 127  OVERDRIVE/REVERSE "SELECTIVE" BACKING PLATE. 
 128  OVERDRIVE/REVERSE BACKING PLATE "FLAT" SNAP RING. 
 129  NUMBER 4 THRUST BEARING. 
 130  REVERSE CLUTCH HUB ASSEMBLY. 
 131  NUMBER 5 THRUST BEARING. 
 132  NUMBER 5 "SELECTIVE" THRUST BEARING SPACER. 
 133  REVERSE CLUTCH FRICTION PLATES, .080" THICK  (2 REQ.). 
 134  REVERSE CLUTCH STEEL PLATE, .067" THICK  (1 REQUIRED). 
 135  REVERSE CLUTCH BACKING PLATE. 
 136  REVERSE CLUTCH BACKING PLATE "SELECTIVE" SNAP RING. 
 137  DRAIN BACK BALL CAPSULE RETAINING SNAP RING. 
 138  DRAIN BACK BALL CAPSULE. 
 139  DRAIN BACK BALL CAPSULE "O" RING SEAL. 

   96  INPUT SHAFT SEAL RINGS  (2 REQUIRED).
   97  NUMBER 1 THRUST BEARING. 
   98  INPUT SHAFT. 
   99  INPUT SHAFT RETAINING CIR-CLIP. 
 100  INPUT CLUTCH HUB. 
 101  GREEN COLORED "O" RING SEAL. 
 102  RED COLORED "O" RING SEAL. 
 103  REVERSE OUTER LIP SEAL  (INSIDE LIP). 
 104  OVERDRIVE/REVERSE PISTON BELLVILLE SNAP RING. 
 105  OVERDRIVE/REVERSE PISTON BELLVILLE PLATE. 
 106  OVERDRIVE/REVERSE PISTON ASSEMBLY. 
 107  OVERDRIVE OUTER LIP SEAL  (INSIDE LIP). 
 108  OVERDRIVE/REVERSE INNER "O" RING SEAL. 
 109  INPUT CLUTCH RETAINER. 
 110  "TAPERED" SNAP RING  (INSIDE BEVEL). 
 111  UNDERDRIVE "MOLDED" CLUTCH PISTON ASSEMBLY. 
 112  UNDERDRIVE CLUTCH RETURN SPRING ASSEMBLY. 
 113  RETURN SPRING RETAINER AND BALANCE PISTON ASSEMBLY. 
 114  RETURN SPRING RETAINER "FLAT" SNAP RING. 
 115  NUMBER 2 THRUST BEARING. 
 116  UNDERDRIVE CLUTCH HUB AND SHAFT. 
 117  UD CLUTCH SINGLE-SIDED, EXTERNAL SPLINE PLATES (5 REQ.). 
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Figure 94

Snap Ring No. 1

Snap Ring No. 2

Snap Ring No. 3

Snap Ring No. 4

Snap Ring No. 5

Snap Ring No. 6

Snap Ring No. 7

Snap Ring No. 8

Thickness

Tapered .091"

Flat .060"

Flat .078"

Flat .060"

Flat .060"

Flat .072"

Tapered .095"

Waved .060"

I.D. to O.D.

Varies

Varies

.189"

.187"

.139"

.155"

.186"

.187"

Snap Ring No. 1

Snap Ring No. 2

Snap Ring No. 3

Snap Ring No. 4

Snap Ring No. 5

Snap Ring No. 6

Snap Ring No. 7

Snap Ring No. 8

INPUT CLUTCH HOUSING
SNAP RING IDENTIFICATION CHART
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Figure 95 Figure 96

INPUT CLUTCH HOUSING ASSEMBLY
COMPONENT REBUILD (CONT'D)

4799090

100

98

99

139

137

138

103

RED COLORED
"O" RING

GREEN COLORED
"O" RING

   1. Disassemble the input clutch housing using the
       illustrations in Figures 92 and 93 as a guide.
   2. Clean and inspect all components. Replace any
       parts that show evidence of wear or damage.
   3. Remove the small "eyelet" snap ring from the
       input shaft as shown in Figure 95.
   4. Remove the drain back ball capsule assembly
       from the input shaft using a pick tool. Remove
       and discard the "O" ring  (See Figure 95).
   5. Install a new "O" ring on the ball capsule and
       lubricate with small amount of TransJel®.
   6. Install the drain back ball capsule back into the
       input shaft in the direction shown in Figure 95.
   7. Install the "eyelet" snap ring and ensure that it
       is fully seated  (See Figure 95).
   8. Install new lip seal into the groove in the input
       clutch hub with the lip facing down as shown
       in Figure 95 and lubricate with a small amount
       of TransJel®.
       Note: This is an "inside" lip seal.
   9. The "O" rings on the input clutch hub are color
       coded. Install Green and Red colored "O" rings
       in the positions shown in Figure 96, and lube
       with a small amount of TransJel®.

Continued on Page 64

   98  INPUT SHAFT. 
   99  INPUT SHAFT RETAINING CIR-CLIP. 
 100  INPUT CLUTCH HUB. 
 103  REVERSE OUTER LIP SEAL  (INSIDE LIP). 
 136  DRAIN BACK BALL CAPSULE RETAINING SNAP RING. 
 137  DRAIN BACK BALL CAPSULE. 
 138  DRAIN BACK BALL CAPSULE "O" RING SEAL. 
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Figure 97 Figure 98

INPUT CLUTCH HOUSING ASSEMBLY  (Cont'd)

 10. Install the overdrive/reverse bellville plate and
       the retaining snap ring as shown in Figure 97,
       if they were removed.
 11. Install the overdrive outer lip seal into groove
       inside the overdrive/reverse piston, with the lip
       facing down, as shown in Figure 97.
       Note: This is an "inside" lip seal.
 12. Install the overdrive/reverse inner "O" ring seal
       into the groove in the overdrive/reverse piston
       as shown in Figure 97.
 13. Lubricate both seals with a small amount of
       TransJel®.
 14. Install the input clutch retainer into overdrive/
       reverse piston by rotating into position, as
       shown in Figure 98.
 15. Install input clutch retainer and OD/Reverse
       piston assembly onto the input clutch hub, as
       shown in Figure 99.
 16. Install the input clutch retainer tapered snap
       ring, with the tapered side facing up, into the 
       groove in the input clutch hub as shown in
       Figure 99.
       Note: We have provided you with a snap ring
       identification chart to identify the snap rings
       and their locations in Figure 94 on Page 62.

 104  OVERDRIVE/REVERSE PISTON BELLVILLE PLATE SNAP RING.
 105  OVERDRIVE/REVERSE PISTON BELLVILLE PLATE.
 106  OVERDRIVE/REVERSE PISTON ASSEMBLY.
 107  OVERDRIVE OUTER LIP SEAL  (INSIDE LIP).
 108  OVERDRIVE/REVERSE INNER "O" RING SEAL.

4799090

105

104

INPUT CLUTCH
RETAINER

OVERDRIVE/REVERSE
PISTON ASSEMBLY

107

106

108

"O" RING INSTALLS
IN THIS GROOVE

INSIDE LIP SEAL
INSTALLS IN

THIS GROOVE
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Continued on Page 65



Figure 99 Figure 100

Continued on Page 66

111

112

113

114

"TAPERED"
SNAP RING

INPUT CLUTCH RETAINER
AND OD/REVERSE PISTON

INPUT CLUTCH
HUB

 111  INPUT CLUTCH "MOLDED" RUBBER PISTON.
 112  INPUT CLUTCH PISTON RETURN SPRING ASSEMBLY.
 113  RETURN SPRING RETAINER AND BALANCE PISTON ASSEMBLY.
 114  BALANCE PISTON RETAINING SNAP RING.

 17. Install the input clutch "molded" rubber piston in
       the input clutch retainer, as shown in Figure 100.
 18. Install the input clutch piston return spring on
       top of the input clutch piston (See Figure 100).
 19. Install the spring retainer/balance piston, as
       shown in Figure 100. The balance piston also
       has a "molded" rubber seal.
 20. Using a suitable shop press, compress return
       spring assembly and install the flat snap ring
       into the groove.  Refer to Figure 100 and snap
       ring chart in Figure 94.

INPUT CLUTCH HOUSING ASSEMBLY  (Cont'd)
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Figure 101

INPUT CLUTCH HOUSING ASSEMBLY  (Cont'd)

 21. Install the "single-sided" underdrive clutch pack
       beginning with an outside spline plate with the 
       lining facing up and alternating with the inside 
       spline plates with lining facing up, as shown in
       Figure 101  (5 of each are required). 
       Note: All clutch plates should be soaked for 
       30 minutes in proper fluid before assembly.
 22. Install the underdrive/overdrive backing plate
       lower flat snap ring into the housing in the
       lower groove, as shown in Figure 101.
       Note: We have provided you with a snap ring
       identification chart to identify the snap rings
       and their locations in Figure 94 on Page 62.

119

120

121
Special Note: The 68RFE underdrive plates, both 
inside and outside spline plates, can be identified by 
numbers "605/604" laser-burnt into friction material 
facings  (See Figure 101).
The underdrive and overdrive plates are not the same, 
so do not mis-stack as binding and/or neutral shifts 
may occur.

 23. Install the underdrive/overdrive backing plate
       into the input clutch retainer, with the big step
       facing down, as shown in Figure 101.
 24. Install the underdrive/overdrive backing plate
       upper tapered snap ring into the housing with
       the tapered side facing up (See Figure 100).
       Note: We have provided you with a snap ring
       identification chart to identify the snap rings
       and their locations in Figure 94 on Page 62.

 25. Mount a dial indicator to the assembly and zero
       the indicator against one tooth of the clutch
       friction disc. Apply 20 psi of air pressure to the
       underdrive clutch and record the dial reading.
 26. The correct underdrive clutch clearance should
       be 1.02-1.72 mm (.040"-.068").
 27. The backing plate is not selective for the 68RFE.
       If clutch clearance is not within specification,
       replace the backing plate along with the entire
       clutch pack.

117

118

UNDERDRIVE
PLATE I.D.

 117  UD CLUTCH SINGLE-SIDED, EXTERNAL SPLINE PLATES (5 REQ.). 
 118  UD CLUTCH SINGLE-SIDED, INTERNAL SPLINE PLATES (5 REQ.). 
 119  UNDERDRIVE/OVERDRIVE BACKING PLATE "FLAT" SNAP RING. 
 120  UNDERDRIVE/OVERDRIVE BACKING PLATE. 
 121  UNDERDRIVE/OD BACKING PLATE "TAPERED" SNAP RING. 

45 0/660

45 0/660

45 0/660

45 0/660

45 0/660

45 0/660

45 0/660

45 0/660

45 0/660

45 0/660

Continued on Page 67
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Figure 102

Continued on Page 68

126

127

128

 30. Install the overdrive/reverse backing plate into
       the retainer, with the stepped face toward the
       overdrive clutch, as shown in Figure 102.
 31. Install the overdrive/reverse backing plate flat
       snap ring on top of the backing plate and into
       wide groove in overdrive/reverse piston, by
       pushing down on the backing plate to pre-load
       the wave snap ring  (See Figure 102).
       Note: We have provided you with a snap ring
       identification chart to identify the snap rings
       and their locations in Figure 94 on Page 62.

 32. Mount a dial indicator to the assembly and zero
       the indicator against the OD/reverse backing
       plate. Apply 20 psi of air pressure to the over-
       drive clutch and record the indicator reading.
 33. The correct overdrive clutch clearance should
       be 0.75-1.61 mm (.030"-.063").
 34. Change the selective overdrive/reverse backing
       plate as necessary to obtain correct clearance.
       Selectable Overdrive/Reverse Backing Plates

124

125

 124  OD CLUTCH SINGLE-SIDED, EXTERNAL SPLINE PLATES (6 REQ.). 
 125  OD CLUTCH SINGLE-SIDED, INTERNAL SPLINE PLATES (6 REQ.). 
 126  OVERDRIVE/REVERSE BACKING PLATE "WAVE" SNAP RING. 
 127  OVERDRIVE/REVERSE "SELECTIVE" BACKING PLATE. 
 128  OVERDRIVE/REVERSE BACKING PLATE "FLAT" SNAP RING. 

INPUT CLUTCH HOUSING ASSEMBLY  (Cont'd)

 28. Install the "single-sided" overdrive clutch pack
       beginning with an outside spline plate with the 
       lining facing up and alternating with the inside 
       spline plates with lining facing up, as shown in
       Figure 102  (6 of each are required).
       Note: All clutch plates should be soaked for 
       30 minutes in proper fluid before assembly.
 29. Install the overdrive/reverse backing plate lower
       wave snap ring into the wide groove in the
       overdrive/reverse piston and push the snap ring
       to bottom of the groove  (See Figure 102).
       Note: We have provided you with a snap ring
       identification chart to identify the snap rings
       and their locations in Figure 94 on Page 62.

Both faces flat, ID No. none = 9.74mm (.383")

1 stepped face, ID No. 2 ...... = 9.34mm (.367")

1 stepped face, ID No. 1 ...... = 8.90mm (.350")
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Special Note: The 68RFE underdrive plates, both 
inside and outside spline plates, can be identified by 
numbers "605/604" laser-burnt into friction material 
facings  (See Figure 101).
The underdrive and overdrive plates are not the same 
so do not mis-stack as binding and/or neutral shifts 
may occur.

Note: ID No. is stamped into one tang on the stepped
          face side (bottom) of the backing plate.



Figure 103

INPUT CLUTCH HOUSING ASSEMBLY  (Cont'd)

 35. Temporarily install the reverse clutch pack
       beginning with a friction plate and alternating
       with steel plate until you have installed two
       friction plates and 1 steel plate, as shown in
       Figure 103.
       Note: All clutch plates should be soaked for
       30 minutes in proper fluid before assembly.
 36. Install the reverse clutch backing plate with the
       flat side facing down, as shown in Figure 103.
 37. Install reverse clutch backing plate selective
       snap ring as shown in Figure 103.
       Note: We have provided you with a snap ring
       identification chart to identify the snap rings
       and their locations in Figure94 on Page 62.

134

133

136

135

 38. Mount a dial indicator to the assembly and zero
       the indicator against one tooth of the clutch
       friction disc. Apply 20 psi of air pressure to the
       reverse clutch and record the dial reading.
 39. The correct reverse clutch clearance should be
       0.58-1.47 mm (.023"-.058").
 40. Change the selective snap ring as necessary to
       obtain the correct reverse clutch clearance.

 41. Now, remove the reverse clutch pack from the
       input housing assembly to install the 3 clutch
       hubs and shafts.
 42. Install the number 2 thrust bearing into the
       underdrive clutch hub and shaft, in direction 
       shown in Figure 104, and retain with TransJel®.
 43. Install the underdrive clutch hub and shaft into
       input housing, by rotating until all underdrive
       clutches are engaged and it is fully seated.
 44. Install the number 3 thrust bearing into the
       overdrive clutch hub and shaft, in the direction
       shown in Figure 105, and retain with TransJel®.
 45. Install the overdrive clutch hub and shaft into
       input housing, by rotating until all overdrive
       clutches are engaged and it is fully seated.

Continued on page 70

 133  REVERSE CLUTCH FRICTION PLATES, .080" THICK  (2 REQ.). 
 134  REVERSE CLUTCH STEEL PLATE, .067" THICK  (1 REQUIRED). 
 135  REVERSE CLUTCH BACKING PLATE. 
 136  REVERSE CLUTCH BACKING PLATE "SELECTIVE" SNAP RING. 

1 Square End, 1 Butterfly cut = 1.55mm (.061")

Both Ends Square Cut .......... = 1.85mm (.073")

Both Ends Butterfly Cut ........ = 2.2mm (.087")
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Figure 104 Figure 105

115

122

116

123

 122  NUMBER 3 THRUST BEARING. 
 123  OVERDRIVE CLUTCH HUB AND SHAFT ASSEMBLY.  

 115  NUMBER 2 THRUST BEARING. 
 116  UNDERDRIVE CLUTCH HUB AND SHAFT. 
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Figure 106 Figure 107

 48. Re-install the reverse clutch pack completely,
       as described on Page 68, and illustrated in
       Figure 103.
       Note: Pry up on backing plate to allow reverse
       clutch hub to turn freely.
 49. The number 5 thrust bearing is equipped with a
       selective spacer that snaps onto the bearing, as
       shown in Figure 107, and is used to adjust front
       transmission end-play.
       Note: Ensure that selective spacer is snapped
       onto number 5 thrust bearing properly.

 46. Install the number 4 thrust bearing into reverse
       clutch hub, in the direction shown in Figure 106,
       and retain with small amount of TransJel®.
 47. Install the reverse clutch hub assembly into the
       input housing over both shafts, as shown in
       Figure 106.

129

NUMBER 5
THRUST BEARING

(131)

SELECTIVE
SPACER
(132)

130

 129  NUMBER 4 THRUST BEARING. 
 130  REVERSE CLUTCH HUB ASSEMBLY. 

3 Equally Spaced "Protrusions"
Around The Outside Diameter

Snaps Into Selective Spacer

NUMBER 5 THRUST BEARING

Continued on Page 71

INPUT CLUTCH HOUSING ASSEMBLY  (Cont'd)
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Figure 108 Figure 109

131

96

 131  NUMBER 5 THRUST BEARING AND "SELECTIVE" SPACER.  96  INPUT SHAFT SEAL RINGS  (2 REQUIRED).

 50. Install the number 5 thrust bearing and selective
       spacer on the back side of reverse clutch hub, as
       shown in Figure 108 and retain with TransJel®.
 51. Install two new input shaft seals into the grooves
       on input shaft, as shown in Figure 109, ensure 
       they are properly seated and rotate freely.
 52. Set the completed input housing assembly aside 
       for the final assembly process.

INPUT CLUTCH HOUSING ASSEMBLY  (Cont'd)
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Component Rebuild
Continued on Page 72



 60  OIL PUMP BODY. 
 61  OIL PUMP BODY TO PUMP COVER BOLTS  (24 REQUIRED). 
 62  PUMP BODY TO PUMP COVER "HOLLOW" DOWELS  (2 REQ.). 
 63  OIL PUMP SHUTTLE VALVE. 
 64  OIL PUMP DRIVE GEAR. 
 65  OIL PUMP DRIVEN GEARS. 
 66  OIL PUMP BODY TO PUMP COVER SPACER PLATE. 
 67  OIL PUMP SPACER PLATE RETAINING SCREWS  (2 REQUIRED). 
 68  OIL PUMP COVER ASSEMBLY. 
 69  OIL PUMP STATOR SHAFT ASSEMBLY. 
 70  OIL PUMP STATOR SHAFT STEEL SEALING RINGS  (5 REQUIRED). 
 71  PUMP STATOR TO PUMP BODY RETAINING BOLTS (5 REQUIRED). 
 87  MAIN FILTER SEAL.

Figure 110

70

71

69

65

66

67
67

87

68

60

61

61

62 63

64

62

210

OIL PUMP ASSEMBLY EXPLODED VIEW
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 62  PUMP BODY TO PUMP COVER "HOLLOW" DOWELS  (2 REQ.). 
 68  OIL PUMP COVER ASSEMBLY. 
 72  TCC SWITCH VALVE. 
 73  TCC SWITCH VALVE SPRING. 
 74  TCC SWITCH VALVE RETAINER, .588" WIDE, .062" THICK. 
 75  TCC CONTROL VALVE SPRING. 
 76  TCC CONTROL VALVE. 
 77  TCC CONTROL VALVE RETAINER. 
 78  TCC ACCUMULATOR VALVE. 
 79  TCC ACCUMULATOR VALVE SPRING. 
 80  TCC ACCUMULATOR VALVE RETAINER, .530" WIDE, .062" THICK. 

 81  TCC LIMIT VALVE. 
 82  TCC LIMIT VALVE SPRING. 
 83  TCC LIMIT VALVE RETAINER, .588" WIDE, .062" THICK. 
 84  MAIN PRESSURE REGULATOR VALVE. 
 85  MAIN PRESSURE REGULATOR VALVE SPRING. 
 86  P.R. VALVE RETAINER, .666" WIDE, .062" THICK. 
 87  MAIN FILTER SEAL.

68

68

62

62

72 73 74

75 76 77 78 79 80

81 82 83

84 85 86

87

PUMP COVER ASSEMBLY EXPLODED VIEW

FREE LENGTH = 1.177"
SPRING DIAMETER = .428"
WIRE DIAMETER = .040"

COLOR I.D. = WHITE

FREE LENGTH = .860"
SPRING DIAMETER = .297"
WIRE DIAMETER = .031"

COLOR I.D. = NONE

FREE LENGTH = 1.279"
SPRING DIAMETER = .343"
WIRE DIAMETER = .043"

COLOR I.D. = NONE
Note: This spring is known

to break (Sonnax#44912-01)

FREE LENGTH = 1.100"
SPRING DIAMETER = .415"
WIRE DIAMETER = .057"

COLOR I.D. = NONE
Note: This spring is known

to break (Sonnax#44912-02)

FREE LENGTH = 2.265"
SPRING DIAMETER = .590"
WIRE DIAMETER = .058"

COLOR I.D. = NONE

Figure 111
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SWITCH VALVE RETAINER
.588" WIDE AND .62" THICK

LIMIT VALVE RETAINER
.588" WIDE AND .62" THICK

REGULATOR VALVE RETAINER
.666" WIDE AND .62" THICK

MAIN FILTER SEAL

TCC ACCUM VALVE RETAINER
.530" WIDE AND .62" THICK

PUMP COVER RETAINER LOCATIONS AND DEMENSIONS

Figure 112
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COMPONENT REBUILD (CONT'D)
OIL PUMP ASSEMBLY

   1. Disassemble the complete oil pump assembly
       using Figure 110 as a guide.
       Note: Mark the oil pump gears so they can be
       installed in their original locations.
   2. Disassemble oil pump cover valves and springs
       using Figure 111 as a guide.
   3. Clean all oil pump parts thoroughly and dry with
       compressed air.
   4. Inspect all oil pump parts thoroughly for any 
       wear and/or damage and replace as necessary.
       Note: There is only one bushing in the stator
       to inspect and it is not serviced.
   5. Lubricate all valves that go into the oil pump
       cover with Mopar® +4 fluid, as well as the oil
       pump cover bores.

   6. Install all springs, valves and retainers exactly 
       as shown in Figure 111.
       Note: The valve line-up retainers are different
       sizes for the different locations and the sizes
       are shown in Figure 112, along with the exact
       cavity locations for the various retainers.
   7. Install new main filter seal into the oil pump
       cover using the proper driver  (See Figure 112).

Continued on Page 75



2
3

67

"Do Not" Leave The
Spacer Plate Screws Out

 60  OIL PUMP BODY. 
 62  PUMP BODY TO PUMP COVER "HOLLOW" DOWELS  (2 REQ.). 
 63  OIL PUMP SHUTTLE VALVE. 
 64  OIL PUMP DRIVE GEAR. 
 65  OIL PUMP DRIVEN GEARS. 

 63  OIL PUMP SHUTTLE VALVE. 
 66  OIL PUMP BODY TO PUMP COVER SPACER PLATE. 
 67  OIL PUMP SPACER PLATE RETAINING SCREWS  (2 REQUIRED). 

60

66

636262

63

64

65

65

Figure 113 Figure 114
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COMPONENT REBUILD (CONT'D)
OIL PUMP ASSEMBLY (CONT'D)

   8. Install the alignment dowels into oil pump body,
       if they were removed, as shown in Figure 113.
   9. Dip all 3 of the pump gears into Mopar® +4 
       fluid and install them in their original locations,
       shown in Figure 113.
 10. Install the shuttle valve into the oil pump body
       in the location shown in Figure 113.
 11. Ensure the shuttle valve is seated and install the
       oil pump spacer plate over the alignment dowels,
       as shown in Figure 114.
 12. Install the two spacer plate retaining screws, as
       shown in Figure 114, and torque the screws to 
       4.5N·m (40 in.lb.).
       Note: Leaving these two screws out will create
       a "No Engagement" condition.

Continued on Page 76



2
10

Figure 115

Figure 116

2
3

COMPLETED
OIL PUMP
COVER

COMPLETED
OIL PUMP

BODY

OIL PUMP BODY
TO PUMP COVER SCREWS

(24 REQUIRED)

69

71

71

2
3

 69  OIL PUMP STATOR SHAFT ASSEMBLY. 
 71  PUMP STATOR TO PUMP BODY RETAINING BOLTS (5 REQUIRED). 

Figure 117

OIL PUMP ASSEMBLY (CONT'D)

Continued on Page 77

 13. Install completed oil pump cover onto completed
       oil pump body and over the alignment dowels, as
       shown in Figure 115.
 14. Seat the two halves together and very carefully
       turn the assembly over, as shown in Figure 116,
       and start all 24 screws finger tight.
 15. Torque the pump screws to 4.5 N·m (40 in.lb.),
       starting in the center and working outward in a
       circle.
 16. Install the stator shaft support into the oil pump
       assembly resting on blocks, as shown in
       Figure 117.
 17. Install the five stator support bolts, as shown in
       Figure 117, and torque to 12 N·m (105 in.lb.).
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 18. Install five new sealing rings on stator support
       in their respective grooves and ensure that they
       are properly hooked  (See Figure 118).
 19. Set the completed oil pump assembly, as shown
       in Figure 119, aside for final assembly.
       Note: Notice that oil pump body has no pocket
       for the converter hub seal.  The converter hub
       seal is now located in the front cover.

2
3

 70  OIL PUMP STATOR SHAFT STEEL SEALING RINGS  (5 REQUIRED). 

70

COMPLETED OIL PUMP ASSEMBLY

2
10

77
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OIL PUMP ASSEMBLY (CONT'D)

Component Rebuild
Continued on Page 78

Figure 118

Figure 119



VALVE BODY ASSEMBLY EXPLODED VIEW

Figure 120

4799655
05111

AK 1

98

302

303
303

303 303303

304

301

305

305

306

307

308

309310

311

312

300

 300  VALVE BODY ASSEMBLY.
 301  VALVE BODY SPACER PLATE.
 302  VALVE BODY TRANSFER PLATE.
 303  VALVE BODY ASSEMBLY SCREWS  (50 REQUIRED).
 304  1/16" PIPE PLUGS  (7 REQUIRED).
 305  1/4" VITON CHECK BALLS  (7 REQUIRED).
 306  TRS/SOLENOID BODY GASKET/SCREEN ASSEMBLY.
 307  TRANSMISSION RANGE SENSOR/SOLENOID BODY ASSEMBLY.

 308  TRS/SOLENOID BODY TO CASE SEAL.
 309  TRS SELECTOR PLATE "SHOULDERED" RETAINING SCREW.
 310  MANUAL VALVE DETENT SPRING RETAINING SCREW.
 311  MANUAL VALVE DETENT SPRING.
 312  TRANSMISSION RANGE SENSOR SELECTOR PLATE.

10300023

15
27

316
57

13

14
98

LOT   5LOT   5
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15
27

316
57

13

14
98

LOT   5LOT   5

10300023

4799655
05111

AK 1

98

Figure 122

Figure 121

COMPLETE VALVE BODY ASSEMBLY

VALVE BODY DISASSEMBLY

REMOVE THE 15 SCREWS THAT
ARE SHADED TO REMOVE THE

TRANSMISSION RANGE SENSOR

"DO NOT" REMOVE THESE SEVEN SCREWS
FROM TOP OF TRANSMISSION RANGE SENSOR

"DO NOT" CLEAN WITH SOLVENT

TRS/SOLENOID BODY
ASSEMBLY

   1. Remove the 15 screws that are shaded as shown
       in Figure 122.  These screws must be removed
       first, so the TRS/Solenoid Body that contains
       most of the electrical components, will not be
       cleaned with any solvents.
   2. Do Not remove the seven screws from the top of
       the TRS/Solenoid Body  (See Figure 121).
       Note: There is nothing on the inside of the
       TRS/Solenoid Pack that is serviced.  It must
       be replaced as an assembly.
   3. Once the TRS/Solenoid Body is seperated from
       the valve body assembly, continue disassembly
       of the valve body using Figure 120 as a guide.
   4. Notice in Figure 120 that valve body contains
       seven checkballs. Care should be taken to keep
       the valve body in the position shown, when you
       are removing the transfer plate, so as not to lose
       any of the checkballs.
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Continued on Page 81



 300  VALVE BODY ASSEMBLY.
 305  1/4" VITON CHECK BALLS  (7 REQUIRED).
 313  SOLENOID SWITCH VALVE LINE-UP.
 314  SOLENOID SWITCH VALVE LINE-UP PLASTIC RETAINING CLIP.
 315  MANUAL VALVE.
 316  OVERDRIVE CLUTCH ACCUMULATOR PISTON AND SEALS.
 317  OVERDRIVE CLUTCH ACCUMULATOR SPRING  (SINGLE).
 318  UNDERDRIVE CLUTCH ACCUMULATOR PISTON AND SEALS.
 319  UNDERDRIVE CLUTCH ACCUMULATOR OUTER SPRING.
 320  UNDERDRIVE CLUTCH ACCUMULATOR INNER SPRING.
 321  FOURTH CLUTCH ACCUMULATOR PISTON AND SEALS.
 322  FOURTH CLUTCH ACCUMULATOR OUTER SPRING.
 323  FOURTH CLUTCH ACCUMULATOR INNER SPRING.
 324  SECOND CLUTCH ACCUMULATOR PISTON AND SEALS.
 325  SECOND CLUTCH ACCUMULATOR OUTER SPRING.
 326  SECOND CLUTCH ACCUMULATOR INNER SPRING.
 327  LOW/REVERSE SWITCH VALVE.
 328  LOW/REVERSE SWITCH VALVE BORE PLUG.
 329  LOW/REVERSE CLUTCH ACCUMULATOR PISTON AND SEALS.
 330  LOW/REVERSE CLUTCH ACCUMULATOR OUTER SPRING.
 331  LOW/REVERSE CLUTCH ACCUMULATOR INNER SPRING.
 332  ACCUMULATOR COVER PLATE.
 333  ACCUMULATOR COVER PLATE SCREWS  (7 REQUIRED).

Figure 123

MAIN VALVE BODY EXPLODED VIEW

300

316

317

321

318

324

319

320

327

322

323

328

330

331

332

333

325

326

329

305

313

314

315
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Figure 124

VALVE BODY CHECKBALL LOCATIONS

VALVE BODY ASSEMBLY

  1. Clean and inspect all components. Replace any
      parts that show evidence of wear or damage.
  2. Lubricate the valves, springs and bore plugs
      with clean transmission fluid  (Mopar® +4).
  3. Install the solenoid switch valve and 3 plugs in
      the valve body, exactly as shown in Figure 123,
      and then install the plastic retainer.
      Note: Use small amount of Trans-Jel® to keep
      plastic retainer in place.
  4. Install the low/reverse switch valve into valve
      body as shown in Figure 123, followed by the
      bore plug.
      Note:  Some manuals illustrate a bore plug
      wire retainer for this location. Our unit did not
      have one, nor is it needed as the accumulator
      cover retains this valve train (See Figure 123).
  5. Install the accumulator pistons and springs into
      the valve body in their proper locations, shown
      in Figure 123. 
      Note: All accumulators have two springs, except
      the overdrive, which has only one.

   6. Install the accumulator cover onto valve body
       using the 7 retaining screws (See Figure 123).
   7. Torque the screws to 4.5 Nm (40 in lbs).
   8. Ensure that the solenoid switch valve and the
       3 plugs are free in the bore, and that solenoid
       switch valve plastic retainer is still in place, as
       shown in Figure 124.
       Note: This retainer can easily fall out while
       manuvering the valve body as it is not spring
       loaded.
   9. Ensure that low/reverse switch valve is free in
       its bore.
 10. Lay the valve body down on a flat surface and
       install the 7 checkballs into the proper pockets
       as shown in Figure 124.

Continued on Page 83

SWITCH VALVE
PLASTIC RETAINER
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Figure 125Figure 126

Figure 125

4799655
05111

AK 1

98

82
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 300  VALVE BODY ASSEMBLY.
 301  VALVE BODY SPACER PLATE.
 302  VALVE BODY TRANSFER PLATE.

 300  VALVE BODY ASSEMBLY.
 301  VALVE BODY SPACER PLATE.

300

300

301

302

301



Figure 127

TRANSFER PLATE TO VALVE BODY BOLT LOCATIONS

TRANSFER PLATE TO VALVE BODY
RETAINING SCREWS (303) (35 REQUIRED HERE)

4799655
05111

AK 1

98

VALVE BODY ASSEMBLY (CONT'D)

Continued on Page 84

 11. Install the valve body spacer plate over the
       locating dowels and onto the valve body as
       shown in Figure 125.
 12. Install the transfer plate over locating dowels and
       onto the valve body as shown in Figure 126.
 13. Install the 35 valve body to transfer plate bolts
       in the locations shown in Figure 127.
 14. Torque the valve body to transfer plate bolts to
       4.5 Nm (40 in lbs).
       Note: Turn the assembly over to continue the
       assembly process.
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 300  VALVE BODY ASSEMBLY.
 301  VALVE BODY SPACER PLATE.
 302  VALVE BODY TRANSFER PLATE.
 303  VALVE BODY ASSEMBLY SCREWS  (50 REQUIRED).

300

301

302

303



4
7
9
9
5
9
1

9
7

 15. Install the manual valve into the manual valve
       bore in the valve body with the stem facing up
       and engaged in the groove (See Figure 128).
 16. Install the transmission range sensor selector
       plate into the groove in the valve body and over
       the stem on the manual valve (See Figure 128).
       Note: The Transmission Range Selector Plate
       will not interchange with the 45RFE plate, as
       shown in Figure 129.
 17. Install the shouldered retaining bolt for the
       transmission range sensor selector plate and
       torque the bolt to 4.5 Nm (40 in lbs). Refer to
       Figure 128.
 18. Install the manual valve detent spring and bolt
       and torque bolt to 4.5 Nm (40 in lbs). Refer to
       Figure 128.

 19. Install a new low/reverse seal into the valve body
       with the "house-top" facing up, as shown in
       Figure 130.
 20. Install a new 2nd clutch seal into the valve body
       with the "house-top" facing up, as shown in
       Figure 130.
 21. Install a new 4th clutch seal into the valve body
       with the "house-top" facing up, as shown in
       Figure 130.

Figure 128

TRANSMISSION RANGE SENSOR
SELECTOR PLATE

MANUAL
VALVEDETENT SPRING

SHOULDERED
BOLT

VALVE BODY ASSEMBLY (CONT'D)

Continued on Page 86
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TRANSMISSION RANGE SENSOR SELECTOR PLATE
68RFE

POCKET FOR
PIN T41 IS .156" DEEP

45RFE
POCKET FOR

PIN T41 IS .118" DEEP

4
7
9
9
5
9
1

9
7

4th Clutch
Seal

2nd Clutch
Seal

L/R Clutch
Seal

These Selector Plates
"Will Not" Interchange

Figure 130

Figure 129

ALL 3
SEALS
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Figure 132

Figure 133

10300023

15
27

316
57

13

14
98

LOT   5LOT   5

 306  TRS/SOLENOID BODY GASKET/SCREEN ASSEMBLY.
 307  TRANSMISSION RANGE SENSOR/SOLENOID BODY ASSEMBLY.
 308  TRS/SOLENOID BODY TO CASE SEAL.

308

307

306

Figure 131

 22. Install new TRS/Solenoid Body to transmission
       case seal over and onto the solenoid connector,
       as shown in Figure 131.
       Note: TRS/Solenoid Body for the 45RFE and
       68RFE are different and will not interchange.
 23. Testing procedures for the TRS/Solenoid Body
       are found on Page 20 and 21.

 24. Install new TRS/Solenoid Body to valve body
       gasket/screen assembly, as shown in Figure 132.
       Note: The Gasket/Screen assembly is different
       between the 45RFE and 68RFE and "will not"
       interchange, as shown in Figure 133.

VALVE BODY ASSEMBLY (CONT'D)

Continued on Page 87

 307  TRANSMISSION RANGE SENSOR/SOLENOID BODY ASSEMBLY.
 308  TRS/SOLENOID BODY TO CASE SEAL.

308

307

10300023

45RFE
Gasket/Screen

68RFE
Gasket/Screen

"Will Not"
Interchange

86
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15
27

316
57

13

14
98

LOT   5LOT   5

10300023

4799655
05111

AK 1

98

INSTALL ONE SCREW AND
HAND TIGHTEN ONLY

Figure 134

 25. Install the TRS/Solenoid Pack assembly to the
       transfer plate, as shown in Figure 134.
       Note: Use caution installing the TRS/Solenoid
       Pack as the assembly has locating dowels that
       must line up with bores in the transfer plate.
 26. Install one screw and hand tighten only, as
       shown in Figure 134.
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VALVE BODY ASSEMBLY (CONT'D)

Continued on Page 88



15
27

316
57

13

14
98

LOT   5LOT   5

10300023

4799655
05111

AK 1

98

INSTALL THE 15 SCREWS THAT
ARE SHADED TO SECURE THE

TRANSMISSION RANGE SENSOR

TRANSMISSION RANGE SENSOR
SELECTOR PLATE

 27. Install the TRS/Solenoid Body onto the transfer
       plate using the remaining 14 valve body screws
       as shown in Figure 135.
 28. Torque the TRS/Solenoid Body screws down to
       5.7 Nm (50 in lbs).
       Note: Tighten the screws nearest the range
       sensor selector plate first, and work toward
       the other end.  Refer to Figure 135.
 29. Set the completed valve body assembly aside
       for the final assembly process.

VALVE BODY ASSEMBLY (CONT'D) TRS/SOLENOID BODY

Final Transmission Assembly
Begins on Page 90

Figure 135
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  1. The TRS/Solenoid Body is serviced only as a
      complete assembly, which is why we told you
      not to remove the 7 screws on top that retain the
      cover plate.
  2. However, if someone has not listened, we have
      provided you with an exploded view of the
      TRS/Solenoid Body in Figure 136.

  The illustrations in Figure 136 have been provided 
for reference only. We recommend that the 
TRS/Solenoid Body NOT be disassembled as none 
of the internal parts are serviced seperately.



TRANSMISSION RANGE SENSOR/SOLENOID BODY, EXPLODED VIEW

1

2

22

3

4

5

6

7
8

   1.  TRS/SOLENOID BODY COVER RETAINING SCREWS (6 LONG REQ).
   2.  TRS/SOLENOID BODY COVER RETAINING SCREW (1 SHORT REQ).
   3.  TRS/SOLENOID BODY COVER.
   4.  HYDRAULIC SWITCH RETURN SPRINGS (5 REQUIRED).
   5.  TRS/SOLENOID BODY AND 23 WAY CONNECTOR.
   6.  HYDRAULIC SWITCH COPPER CONTACT (5 REQUIRED).
   7.  HYDRAULIC SWITCH LIP SEAL (5 REQUIRED).
   8.  HYDRAULIC SWITCH COVER (5 REQUIRED).
   9.  SOLENOID DAMPENER (6 REQUIRED).
 10.  SOLENOID BODY.   
 11.  LOW/REVERSE CLUTCH SOLENOID  (NORMALLY VENTED).
 12.  MULTI-SELECT SOLENOID  (NORMALLY APPLIED).
 13.  UNDERDRIVE CLUTCH SOLENOID  (NORMALLY APPLIED).
 14.  OVERDRIVE CLUTCH SOLENOID  (NORMALLY VENTED).
 15.  FOURTH CLUTCH SOLENOID  (NORMALLY VENTED).
 16.  SECOND CLUTCH SOLENOID  (NORMALLY VENTED).
 17.  LINE PRESSURE SOLENOID SMALL "O" RING.
 18.  LINE PRESSURE SOLENOID LARGE  “O” RING.
 19.  LINE PRESSURE SOLENOID WAVE WASHER.
 20.  LINE PRESSURE SOLENOID  (NORMALLY VENTED).
 21.  LINE PRESSURE SOLENOID RETAINING PINS (2 REQUIRED).
 22.  TRS/SOLENOID BODY TO CASE SEAL.
 23.  TRS/SOLENOID BODY GASKET/SCREEN ASSEMBLY.

Figure 136

9

10

11

12

13

14

15

16

17 18 19
20

21

23

This Illustration Is For
"Reference Only"

There Is "Nothing" Serviced
Seperately Except The Case Seal
And The Gasket/Screen Assembly

89

Copyright © 2011 ATSG

AUTOMATIC TRANSMISSION SERVICE GROUP

Technical Service Information



Figure 138Figure 137

  Before final assembly of transmission, the second 
clutch pack complete and 2-4 retainer must be 
temporarily installed in the transmission case to 
measure for proper second clutch clearance.

Continued on Page 91

TRANSMISSION ASSEMBLY

Copyright © 2011 ATSG

 151  SECOND CLUTCH STEEL PLATES  (.130" THICK)  (3 REQUIRED).
 152  SECOND CLUTCH FRICTION PLATES  (.090" THICK) (3 REQ).
 153  SECOND CLUTCH BACKING PLATE  (.325" THICK).

153

152

151

 140  2-4 CLUTCH RETAINER ASSEMBLY.
 154  2-4 RETAINER TO CASE "TAPERED" SNAP RING.
 155  2-4 RETAINER TO CASE "FLAT" SNAP RING (.062" THICK).

155

154

140

   1. Install the 2nd clutch backing plate into the case,
       as shown in Figure 137.
   2. Install 2nd clutch pack beginning with a friction
       plate and alternating with a steel plate until you
       have 3 of each installed, as shown in Figure 137.

   3. Install the flat 2-4 retainer snap ring into case, as
       shown in Figure 138.
   4. Install the 2-4 clutch retainer into case, as shown
       in Figure 138.
   5. Install 2-4 clutch retainer tapered snap ring with
       taper facing up, as shown in Figure 138.
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CHECKING 2ND CLUTCH CLEARANCE

TAPERED
SNAP RING

2ND CLUTCH
BACKING PLATE

FLAT
SNAP
RING

2nd Clutch Clearance Should Be;
0.99-1.65 mm  (.039"-.065")

  The 2nd Clutch backing plate on the 68RFE "is 
not" selective.  If the 2nd clutch clearance is not 
within specification, the backing plate, all the 
friction plates and steel plates must be replaced.

Continued on Page 92

TRANSMISSION ASSEMBLY (CONT'D)

   6. Using a feeler gauge through rear case opening,
       measure between the backing plate and the case,
       as shown in Figure 139.  Measure at 4 different
       points 90 degrees apart.  The average of these
       measurements is the second clearance.
   7. The correct second clutch clearance should be
       0.99-1.65mm  (.039"-.065").
       Note: The 2nd Clutch backing plate on 68RFE
       "Is Not" selective.  If the 2nd clutch clearance
       is not within specification, the backing plate,
       all friction plates and all steel plates must be
       replaced.

   9. Install the completed low/reverse clutch housing,
       as shown in Figure 140.
       Note: The low/reverse clutch housing has one
       lug that is wider than the rest to orient it in the
       case with the feed hole toward the valve body.
       The wider lug is at the 12-O-clock position in
       the transmission case  (See Figure 140).
 10. Install the low/reverse clutch housing tapered
       snap ring into the case just above the housing,
       with the taper facing up, and ensure that it is
       fully seated  (See Figure 140).

   8. Remove the 2-4 retainer and all the 2nd clutch
       components from the transmission case.

174

176

WIDER LUG

 174  LOW/REV CLUTCH HOUSING TO CASE "TAPERED" SNAP RING.
 176  COMPLETED LOW/REVERSE CLUTCH HOUSING.

Figure 140Figure 139

Copyright © 2011 ATSG
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TRANSMISSION ASSEMBLY (CONT'D)

Continued on Page 93

Figure 141

Figure 142

Copyright © 2011 ATSG

BLEED ORIFICE

COMPLETED
GEARTRAIN
ASSEMBLY

172

   6. You should be able to see the low/reverse clutch
       housing bleed orifice at the notch in rear of the
       case, as shown in Figure 141.
   7. Install the number 12 thrust bearing onto the 
       low/reverse clutch housing with the Black side
       facing down, as shown in Figure 142, and retain
       with small amount of Trans-Jel®.
   8. Install the pre-assembled geartrain assembly, as
       shown in Figure 142, through the low/reverse
       clutch housing.
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 160  NUMBER 8 THRUST BEARING.
 162  REACTION CARRIER/REVERSE SUN GEAR ASSEMBLY.
 163  NUMBER 9 THRUST BEARING.

160

162

163

Figure 143 Figure 144

Copyright © 2011 ATSG

 156  NUMBER 6 THRUST BEARING.
 157  NUMBER 7 "SELECTIVE" THRUST WASHER  (REAR END-PLAY).
 159  FOURTH CLUTCH HUB/REACTION SUN GEAR ASSEMBLY.

156

157

159

TRANSMISSION ASSEMBLY (CONT'D)

Continued on Page 94

   9. Install the number 9 thrust bearing onto the back
       side of reaction carrier/reverse sun gear with the
       Black side of bearing facing sun gear, as shown
       in Figure 143, and retain with a small amount of
       Trans-Jel®.
 10. Install the number 8 thrust bearing down inside
       the reaction carrier/reverse sun gear in direction
       shown in Figure 143.
 11. Install the completed assembly into transmission
       by rotating into position  (See Figure 143).

 12. Ensure the number 7 selective thrust washer and
       number 6 thrust bearing on the pre-assembled
       4th clutch hub/reaction sun gear are still seated
       properly and install assembly into transmission
       by rotating into position  (See Figure 144).
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Figure 146Figure 145

Continued on Page 95

TRANSMISSION ASSEMBLY (CONT'D)

 151  SECOND CLUTCH STEEL PLATES  (.130" THICK)  (3 REQUIRED).
 152  SECOND CLUTCH FRICTION PLATES  (.090" THICK) (3 REQ).
 153  SECOND CLUTCH BACKING PLATE  (.325" THICK).

153

152

151

 140  2-4 CLUTCH RETAINER ASSEMBLY.
 154  2-4 RETAINER TO CASE "TAPERED" SNAP RING.
 155  2-4 RETAINER TO CASE "FLAT" SNAP RING (.062" THICK).

155

154

140

 13. Install the 2nd clutch backing plate into the case,
       as shown in Figure 145.
 14. Install 2nd clutch pack beginning with a friction
       plate and alternating with a steel plate until you
       have 3 of each installed, as shown in Figure 145.
       Note: All clutch plates should be soaked for 
       30 minutes in proper fluid before assembly.

 15. Install the 2-4 clutch retainer flat snap ring into
       lower groove in the case with snap ring opening
       facing the valve body area  (See Figure 146).
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TRANSMISSION ASSEMBLY (CONT'D)

Figure 148Figure 147

Copyright © 2011 ATSG

 16. Install the completed 2-4 clutch retainer into the 
       case, as shown in Figure 146, with the feed holes
       facing the valve body area.
       Note: The 4th clutch hub must be rotated using
       the output shaft to engage the 4th clutch plates
       on the hub during the installation of 2-4 clutch
       retainer. Ensure it is fully seated.
 17. Install the 2-4 clutch retainer tapered snap ring
       into the case with taper facing up, as shown in
       Figure 146, and ensure it is fully seated.
       Note: Ensure the snap ring opening faces the
       valve body area.
 18. Install dial indicator on case and output shaft, as
       shown in Figure 147, and zero the indicator.
 19. Measure the output shaft end-play, as shown in
       Figure 147, using a small piece of wood on case
       to prevent damage and move geartrain up and
       down using a screwdriver.
 20. Transmission output shaft end-play should be;
       0.25-0.52 mm  (.010"-.020").

 21. Change the number 7 selective thrust washer,
       shown in Figure 148, to obtain the correct rear
       end-play and re-measure to verify.
 22. Number 7 selective thrust washers available and
       their thickness are shown in Figure 148.
       Note: The selectable thrust washer thickness
       is identified by a number molded or stamped
       into the washer, as shown in Figure 148.

SMALL
BLOCK
WOOD

0

0

1010

5050

2020

4040

3030

2.18 mm

2.33 mm

2.48 mm

2.63 mm

2.69 mm

2.78 mm

3.08 mm

3.23 mm

3.38 mm

3.53 mm

3.68 mm

0.086”

0.092”

0.098”

0.103”

0.106”

0.109”

0.121”

0.127”

0.133”

0.139”

0.145”

09

10

11

12

14

13

43

16

17

18

19

THICKNESS INCHTHICKNESS MM

“REAR END-PLAY”  SELECTIVE THRUST WASHER

ID

       Note: The selectable thrust washer thickness 
       is identified by a number molded or stamped 
       into the washer.

B14

B14

Number 7 Selective Thrust Washer
For Transmission Rear End-Play

ID

ID

Continued on Page 96
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 23. Install the number 5 thrust bearing and selective
       spacer onto back side of reverse clutch hub, as
       shown in Figure 149, and retain with Trans-Jel®.
       Note: Ensure that number 5 thrust bearing is
       fully snapped into selective spacer, as shown in
       Figure 150.  This spacer is used to set front
       transmission end-play.
 24. Install the number 1 thrust bearing, in direction
       shown in Figure 149, down into the pocket of 
       the completed input housing.
 25. Install the completed input housing and bearings
       into transmission case, as shown in Figure 149,
       by rotating back and forth until fully seated.
       Note: The input housing is fully seated when
       the teeth on input clutch hub are centered in
       the input speed sensor bore (See Figure 151).

TRANSMISSION ASSEMBLY (CONT'D)

Continued on Page 97

COMPLETED
INPUT CLUTCH

HOUSING ASSEMBLY

97

131 & 132

(131) (132)

NUMBER 5
THRUST BEARING

(ILL. NO. 131)

SELECTIVE
SPACER

(ILL. NO. 132)

3 Equally Spaced "Protrusions"
Around The Outside Diameter

Snaps Into Selective Spacer

Copyright © 2011 ATSG

   97  NUMBER 1 THRUST BEARING.
 131  NUMBER 5 THRUST BEARING.
 132  NUMBER 5 "SELECTIVE" THRUST BEARING SPACER.

Figure 149 Figure 150
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 24  FRONT PUMP TO CASE RETAINING BOLTS  (6 REQUIRED). 
 60  COMPLETED OIL PUMP ASSEMBLY. 

Copyright © 2011 ATSG

 26. Install the completed oil pump assembly into the
       transmission case, as shown in Figure 152.
 27. Install the 6 retaining bolts and torque them to
       28 N·m (20 ft.lb.).
 28. Remove one pump bolt to install dial indicator,
       as shown in Figure 153, and zero dial indicator.
 29. Front transmission end-play should be
       0.52-0.74 mm  (.020"-.029").
       Note: When measuring input shaft end-play,
       two "stops" will be felt.  When input shaft is
       pushed inward and the dial indicator zeroed,
       the first stop felt when input shaft is pulled
       outward is the movement of the input shaft in
       the input clutch hub.  This value should not be
       included in the end-play measurement and
       therefore must be recorded and subtracted  
       from the total dial indicator reading.

TRANSMISSION ASSEMBLY (CONT'D)

Continued on Page 98
102

2424

60

102

0

0

1010

5050

2020

4040

3030

Front Transmission End-Play Should Be
0.52-0.74 mm  (.020"-.029")

Figure 152

Figure 151

Figure 153

 30. Change the Number 5 thrust bearing selective
       spacer as necessary to obtain the correct front
       transmission end-play.
       Note: The number 5 thrust bearing selective
       spacer is identified by a number molded or
       stamped into spacer, as shown in Figure 154.
 31. Remove the dial indicator, re-install the oil pump
       retaining bolt and torque to 28 N·m (20 ft.lb.).

97

Copyright © 2011 ATSG

AUTOMATIC TRANSMISSION SERVICE GROUP

Technical Service Information

Teeth
Centered

Copyright © 2011 ATSG



TRANSMISSION ASSEMBLY (CONT'D)

Figure 154

Figure 155

 32. Install new converter hub seal into the front
       cover, as shown in Figure 155, using the proper
       driver and support for the cover.
 33. Install new front cover to case "O" ring seal on
       front cover, as shown in Figure 155.
 34. Lubricate both seals with a small amount of
       Trans-Jel®.

   4  TRANSMISSION FRONT COVER ASSEMBLY. 
   5  TORQUE CONVERTER HUB METAL CLAD SEAL.
 25  FRONT COVER TO CASE "O" RING SEAL.

5

4

25

1.57 mm

1.71 mm

1.85 mm

1.99 mm

2.13 mm

2.27 mm

2.41 mm

2.55 mm

2.69 mm

2.83 mm

2.97 mm

3.11 mm

3.25 mm

3.39 mm

3.67 mm

0.062”

0.067”

0.073”

0.078”

0.084”

0.089”

0.095”

0.100”

0.106”

0.111”

0.117”

0.122”

0.128”

0.133”

0.144”

27

28

29

30

31

32

33

34

35

36

37

38

39

40

41

THICKNESS INCHTHICKNESS MM

“FRONT END-PLAY”  SELECTIVE THRUST PLATE

ID

Note: The selectable bearing spacer thickness 
is identified by a number molded or stamped 
into the spacer.

3 4

Continued on Page 99
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1
20

Figure 156 Figure 157

   3  TRANSMISSION FRONT COVER RETAINING SNAP RING. 
   4  TRANSMISSION FRONT COVER & CONVERTER SEAL ASSEMBLY. 

3

4

TRANSMISSION ASSEMBLY (CONT'D)

 35. Install the front cover and seal assembly into the
       transmission case, as shown in Figure 156.
       Note: Dodge has an installation tool available
       that allows this to be done without any damage
       to the front cover, as shown in Figure 157.
 36. Install the front cover retaining snap ring into the
       groove in the case, as shown in Figure 156, and
       ensure it is fully seated.

Continued on Page 100
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Front Cover Installation Tool
Dodge Part Number 9955
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177720548P52119704AB

TITTJ177720548   14:10:44

P52119704AB     RFE
704

22

21

 21  COOLER FILTER.
 22  COOLER FILTER BYPASS VALVE ASSEMBLY.

ENLARGED
VIEW

Low/Reverse
Clutch

2nd
Clutch

4th
Clutch

Overdrive
Clutch

Underdrive
Clutch

Reverse
Clutch

Copyright © 2011 ATSG

Figure 158 Figure 160

Figure 159

TRANSMISSION ASSEMBLY (CONT'D)

 37. Install the cooler filter by-pass valve into the
       transmission case, as shown in Figure 158, and
       torque to 11.3 N·m (100 in.lb.).
       Note: Do Not Over-Torque!
 38. Install the cooler filter in transmission case and
       use filter wrench to tighten (See Figure 158).
       The official torque spec is 9.5 N·m (84 in.lb.).
 39. Air pressure test all clutch components at this
       time, before the valve body is installed, using
       Figure 159 as a guide.
 40. Lubricate the case connector seal, and the case
       connector case bore, with a small amount of
       Trans-Jel®.
 41. Install the completed valve body assembly, as
       shown in Figure 160.
       Note: Use caution installing the valve body as
       the assembly has locating dowels that must line
       up with bores in case, and the 23-way electric
       connector seal must not be damaged
 42. Install the 6 valve body retaining bolts and
       torque to 12 N·m (105 in.lb.).

Continued on Page 101

Copyright © 2011 ATSG

COMPLETED
VALVE BODY
ASSEMBLY

15
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316
57

13

14
98

LOT   5LOT   5

10300023

4799655
05111

AK 1
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Figure 161

Figure 162

177720548P52119704AB

TITTJ177720548   14:10:44

P52119704AB     RFE
704

4799655
05111

AK 1

98

19 20

 19  MAIN OIL FILTER RETAINING BOLT.
 20  MAIN OIL FILTER.
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 43. Lube new main oil filter neck with small amount
       of Trans-Jel®, and install the main oil filter into
       the filter seal, as shown in Figure 161.
 44. Install the oil filter retaining screw, as shown in
       Figure 161, and torque to 4.5 N·m (40 in.lb.).
       Note: Some aftermarket filters are known to
       come out of the filter seal during operation.
       ATSG recommends using OEM (Filtran) for
       all rebuilds.  Some Technicians are using the
       filter retaining clip from the 606 transmission,
       as shown in Figure 162.  "Not necessary" 
       with the OEM (Filtran) filter.
 45. You may want to add this 606 filter retaining
       clip to your unit as a precaution, as shown in
       Figure 162.

TRANSMISSION ASSEMBLY (CONT'D)

Continued on Page 102
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Figure 163

6 7

   6  OIL PAN BOLTS  (15 REQUIRED). 
   7  OIL PAN ASSEMBLY. 

177720548P52119704AB

TITTJ177720548    14:10:44

P52119704AB     RFE
704

4799655
05111

AK 1

98

Figure 164

177720548P52119704AB

TITTJ177720548   14:10:44

P52119704AB     RFE

704

190

191

192

193

 190  PARK GEAR.
 191  PARK GEAR RETAINING SNAP RING.
 192  EXTENSION HOUSING BOLTS  (12 REQUIRED).
 193  EXTENSION HOUSING  (MODEL SENSITIVE).

 46. Apply a bead of RTV silicone to oil pan gasket
       surface and install oil pan on the transmission
       case, as shown in Figure 163.
       Note: Ensure that magnet is inside the oil pan
       and properly positioned before installation.
 47. Install the 15 oil pan retaining bolts, as shown in
       Figure 163, and torque to 12 N·m (105 in.lb.).
 48. Turn the transmission over onto the oil pan and
       install the park gear and retaining snap ring, as
       shown in Figure 164.
 49. Apply a bead of RTV silicone to the extension
       housing and install it onto the transmission, as
       shown in Figure 164.
 50. Install the 12 extension housing bolts, as shown
       in Figure 164.
 51. Torque the 12 extension housing bolts down to
       54 N·m  (40 ft.lb.).

TRANSMISSION ASSEMBLY (CONT'D)

Continued on Page 103
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Figure 167

Figure 166

Figure 165

177720548P52119704AB

TITTJ177720548   14:10:44
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704

10 1211

13

15

14
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 10  INPUT SHAFT SPEED SENSOR.
 11  INPUT SHAFT SPEED SENSOR "O" RING SEAL. 
 12  INPUT SHAFT SPEED SENSOR RETAINING BOLT.
 13  OUTPUT SHAFT SPEED SENSOR.
 14  OUTPUT SHAFT SPEED SENSOR "O" RING SEAL.
 15  OUTPUT SHAFT SPEED SENSOR RETAINING BOLT.

16

SPEED
SENSOR

"O" RING
SEAL

RETAINING
BOLT

17

18
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 16  LINE PRESSURE SENSOR.
 17  LINE PRESSURE SENSOR "O" RING SEALS  (2 REQUIRED).
 18  LINE PRESSURE SENSOR RETAINING BOLT.

 52. Install new "O" ring seals on both input and 
       output speed sensors, as shown in Figure 165,
       and lube with small amount of Trans-Jel®.
 53. Install both speed sensors into transmission case,
       as shown in Figure 166.
 54. Torque both of the speed sensor bolts down to
       12 N·m  (105 in.lb.).
 55. Install two new "O" ring seals on line pressure
       sensor & lube with small amount of Trans-Jel®,
       as shown in Figure 167.
 56. Install line pressure sensor into the case bore, as
       shown in Figure 167, and torque the retaining
       bolt to 12 N·m  (105 in.lb.).

TRANSMISSION ASSEMBLY (CONT'D)

Continued on Page 104
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   1  TORQUE CONVERTER ASSEMBLY.

1

Copyright © 2011 ATSG

 57. Install a new dipstick tube seal into transmission
       case bore, as shown in Figure 168.
 58. If they were removed, install both cooler line
       fittings into case, as shown in Figure 168, and
       torque to 17.5 N·m (13 ft.lb.).
 59. Install new "O" ring seal on torque converter hub
       as shown in Figure 169, and lube hub with ATF.
 60. Install torque converter, as shown in Figure 170,
       and while pushing in rotate converter until fully
       seated in pump gears.

 61. Verify with straight edge and scale, as shown in
       Figure 171, face of converter lugs should be at
       least 25 mm (1.000") from face of case.

TRANSMISSION ASSEMBLY (CONT'D)

DIPSTICK
TUBE SEAL

"O" RING

To Cooler
Fitting

From Cooler
Fitting

Copyright © 2011 ATSG

Figure 170

Figure 171

Figure 168

Figure 169

345 12

Approximately
25 mm (1.000)

CONGRATULATIONS
YOU ARE FINISHED!

104

Copyright © 2011 ATSG

Copyright © 2011 ATSG

AUTOMATIC TRANSMISSION SERVICE GROUP

Technical Service Information



25
Torx

25
Torx

25
Torx

25
Torx

30
Torx

30
Torx15 mm

8 mm 8 mm 8 mm

10 mm

15 mm

B C

D
E

F

G

H

J
K

L M

N

Bolts Drawn Actual Size

 B.   TRS SELECTOR PLATE TO VALVE BODY  (1 REQUIRED).
 C.  ACCUMULATOR COVER TO VALVE BODY  (7 REQUIRED).
 C.  PUMP SPACER PLATE TO PUMP BODY  (2 REQUIRED).
 D.  OIL PUMP BODY TO OIL PUMP COVER  (24 REQUIRED).
 E.   TRANSFER PLATE TO VALVE BODY, SILVER COLOR  (50 REQUIRED).
 E.   TRS/SOLENOID PACK COVER BOLTS, GOLD COLOR  (6 REQUIRED).
 F.   STATOR SUPPORT TO PUMP BODY  (5 REQUIRED).
 G.  OIL PAN TO TRANSMISSION CASE  (15 REQUIRED).
 H.  INPUT, OUTPUT, LINE PRESSURE SENSORS TO CASE  (3 REQUIRED).
 J.  VALVE BODY TO TRANSMISSION CASE  (6 REQUIRED).
 K.  OIL PUMP TO TRANSMISSION CASE  (6 REQUIRED).
 L.  EXTENSION HOUSING TO TRANSMISSION CASE  (10 REQUIRED).
 M. EXTENSION HOUSING TO TRANSMISSION CASE  (2 REQUIRED).
 N.  MANUAL SHAFT RETAINING BOLT  (1 REQUIRED).

BOLT IDENTIFICATION

END-PLAY SPECIFICATIONS

RECOMMENDED FLUID

Mopar® ATF Plus 4

 Output Shaft End-Play ...................................................................................................... 0.25-0.52 mm  (.010"-.020")
 Input Shaft End-Play ......................................................................................................... 0.52-0.74 mm  (.020"-.029")
 Second Clutch Clearance ................................................................................................. 0.99-1.65 mm  (.039"-.065")
 Fourth Clutch Clearance ................................................................................................... 0.77-1.39 mm  (.030"-.055")
 Low/Reverse Clutch Clearance ........................................................................................ 1.18-2.09 mm  (.046"-.082")
 Overdrive Clutch Clearance .............................................................................................. 0.75-1.61 mm  (.030"-.063")
 Underdrive Clutch Clearance ........................................................................................... 1.02-1.72 mm  (.040"-.068")
 Reverse Clutch Clearance ................................................................................................ 0.58-1.47 mm  (.023"-.058")

Figure 173

Figure 172
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68RFE THRUST WASHER AND THRUST BEARING IDENTIFICATION

NUMBER 1
(97)

NUMBER 7
(157)

NUMBER 8
(160)

NUMBER 9
(163)

NUMBER 10
(166)

NUMBER 11
(CAPTURED)

NUMBER 12
(172)

NUMBER 2
(115)

NUMBER 3
(122)

NUMBER 4
(129)

NUMBER 5
(131)

NUMBER 5
SPACER
(132)

NUMBER 6
(156)

Figure 175

Note: Numbers in parentheses are illustration numbers for identification.

 BEARINGS NUMBER 1, 2, 3, 4, AND 8 ARE THE SAME BEARING, BUT INSTALL DIFFERENTLY.
 BEARING NUMBER 5 SPACER (132) IS THE SELECTIVE FOR FRONT END-PLAY.
 WASHER NUMBER 7 IS THE SELECTIVE FOR REAR END PLAY.
 BEARINGS NUMBER 9 AND NUMBER 12 ARE THE SAME BEARING, BUT INSTALL DIFFERENTLY
 BEARING NUMBER 11 IS "CAPTURED" IN THE INPUT CARRIER.

   NO. 1 THRUST BEARING, STATOR SUPPORT TO INPUT CLUTC HUB.
   NO. 2 THRUST BEARING, INPUT CLUTCH HUB TO UNDERDRIVE CLUTCH HUB AND SHAFT.
   NO. 3 THRUST BEARING, UNDERDRIVE CLUTCH HUB AND SHAFT TO OVERDRIVE CLUTCH HUB AND SHAFT.
   NO. 4 THRUST BEARING, OVERDRIVE CLUTCH HUB AND SHAFT TO REVERSE CLUTCH HUB.
   NO. 5 THRUST BEARING, REVERSE CLUTCH HUB TO NO. 5 "SELECTIVE" SPACER.
   NO. 5 "SELECTIVE" SPACER, NO. 5 THRUST BEARING TO 2-4 CLUTCH RETAINER  (SETS FRONT TRANSMISSION END-PLAY).
   NO. 6 THRUST BEARING, 2-4 RETAINER TO NO. 7 "SELECTIVE" THRUST WASHER  (SETS REAR TRANSMISSION END-PLAY).
   NO. 7 "SELECTIVE' THRUST WASHER, NO. 6 THRUST BEARING TO 4TH CLUTCH HUB/REACTION SUN GEAR.
   NO. 8 THRUST BEARING, 4TH CLUTCH HUB/REACTION SUN GEAR TO REACTION CARRIER/REVERSE SUN GEAR.
   NO. 9 THRUST BEARING, REACTION CARRIER/REVERSE SUN GEAR TO REVERSE CARRIER/REACTION RING GEAR.
 NO. 10 THRUST BEARING, REVERSE CARRIER/REACTION RING GEAR TO INPUT SUN GEAR.
 NO. 11 THRUST BEARING, IS A "CAPTURED" BEARING IN THE INPUT CARRIER/OUTPUT SHAFT.
 NO. 12 THRUST BEARING, INPUT CARRIER/OUTPUT SHAFT TO LOW/REVERSE CLUTCH HOUSING.
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TORQUE SPECIFICATIONS
Component

Oil Pump Cover to Oil Pump Body Screws

Oil Pump Spacer Plate to Pump Body Screws

Oil Pump Assembly to Case

Stator Shaft Support to Pump Cover

Oil Pan to Case

Transfer Plate to TRS/Solenoid Pack Screws

Transfer Plate to Valve Body Screws

Accumulator Cover to Valve Body Screws

Detent Spring to Valve Body Screw

Valve Body to Case Bolts

TRS Selector Plate to Valve Body Screw

Input Speed Sensor to Case

Output Speed Sensor to Case

Line Pressure Sensor to Case

Extension Housing to Case

Pressure Test Plugs

Main Oil Filter Screw

Cooler Filter

Cooler Filter By-Pass Valve Assembly

Cooler Line Fittings to Case

Manual Shaft Retaining Bolt/Pin

N•m

4.5 40

4.5 40

28

11.8

11.8

5.7 50

4.5 40

4.5 40

4.5

12

4.5

11.8

11.8

11.8

54

5.1

4.5

9.5

11.3

17.5

28

Ft.Lb.

105

40

105

105

105

40

45

40

84

100

13

20

In.Lb.

20

105

105

40

Figure 176
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Figure 177

Pressure Tap Adapter Tool No. 8258, to check oil 
pressures through the valve body taps.

Line Pressure Adapter Tool No. 8259, to install into the 
line pressure sensor circuit, and then reinstall the 
sensor and pressure gage.
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0

0

1010

5050

2020

4040

3030

Universal Dial Indicator

Transmission Case
Support Fixture - 8257

68RFE TRANSMISSION SPECIAL TOOLS
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Figure 178

Dipstick Tube
Seal Installer - 8254 Oil Pump Seal

Installer - C-3860-A

Front Cover Inner
Sna Ring Installer - 8255

UD/OD Balance Piston
Seal Protector - 8252

2nd Clutch Bellville Spring
and Snap Ring Installer - 8249

Input Clutch Piston
Lip Seal Protector - 8504

Manual Shaft
Seal Installer - 8253

68RFE TRANSMISSION SPECIAL TOOLS
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Figure 179

68RFE TRANSMISSION SPECIAL TOOLS

Low/Reverse Bellville
Spring Compressor - 8285

Cooler Filter
Wrench - 8321

The "Drum Buddy"
By Adapt-A-Case

UD/OD Balance Piston
Spring Compressor - 8251

4th Clutch Piston Return
Spring Compressor - 8250

Front Cover Installation
Tool - 9955
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 185  LOW SPRAG OUTER RACE. 
 186  LOW SPRAG THRUST PLATES  (2 REQUIRED). 
 187  LOW SPRAG END BREARINGS  (2 REQUIRED). 
 188  LOW SPRAG ASSEMBLY  (36 ELEMENTS). 
 189  LOW SPRAG INNER RACE. 
 190  LOW SPRAG RETAINING SNAP RING.
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Roller Length = .702"
Roller Diameter = .357"

Original
OEM Part

Original
OEM Part

Original
OEM Part

New Part

New Part

Roller Number = 14
Element Length = .502"
Element Number = 36

185

186

186

187

187

188

190

189

Figure 180 Figure 181

HEAVY DUTY LOW ROLLER CLUTCH

  There have been reports that the rear sprag has a 
tendency to "Flip" if any type of engine performance 
products have been installed.
  There is available from Suncoast Products a heavy 
duty low roller clutch to replace the low sprag and 
comes complete, ready to install.  We have provided 
you with the dimensions of both so that you can make 
the decision of whether or not it is needed for your 
application.

OEM Low Sprag Dimensions

Suncoast Low Roller Dimensions


